
X105L Valve Position Switch Enclosures

ENCLOSURE IP EX Housing M/S SPDT DPDT 
Code Use Description NEMA Sealing Sealing Approval Mat'l Series Switch p/n Switch p/n

W General Weather-sealed 1, 3, 4, 13 AL OP 34637K 46089K
X Fueling Explosionproof 1, 7b,c,d, 9e,f,g UL, CSA, ATEX, IEC Ex AL EX 34633J 35988F

KX Fueling, Outdoors Explosionproof, Weather-sealed 1, 3, 4, 6, 13, 7b,c,d, 9e,f,g 67 UL, CSA AL LSX 3080301K 3080302H
KX Submersible Weather-sealed, Harsh-duty, Pre-wired 1, 3, 4, 4X, 6, 6P, 13 AL HDLS 3080312G TBD
KX SWS - Fire Explosionproof, Weather-sealed, 316 SS Housing * 1, 3, 4, 4X, 13, 7b,c,d, 9e,f,g 67 UL, cUL, ATEX, IEC Ex 316 BX2 3080314C TBD
KX SWS - Fire Explosionproof, Weather-sealed, Bronze Housing 1, 3, 4, 4X, 13, 7b,c,d, 9e,f,g 67 UL, CSA Brz 81CX 3080311J 3080311J

Other variations available, consult factory

OP and EX Series 
Switches

LSX and BX Series 
Switches

CX Series 
Switch

HDLS Series 
Switch
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