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Cla-Val Gauge Option

E-X141  (R-03/2024)

X141MODEL

Available Pressure Ranges

Typical Installation with two X141 Gauges 

• Liquid-Filled 

• Dual Scale (PSI / BAR) 

• Long Life Stainless Steel Construction 

• Tamper-Resistant Design 

• 2 1⁄2" and 4" Diameter Sizes 

• Isolation Valve Included

The Cla-Val Model X141 Pressure Gauge Option consists of glyc-
erin-filled pressure gauges with the Cla-Val Logo and 1⁄4” CK2 
Bronze Isolation Valves on the main valve inlet and outlet. Cla-Val 
gauges are waterproof, shock resistant, and fully enclosed with a 
stainless steel case and bronze wetted parts. Ambient temperature 
ratings are -4 Degrees F to +140 Degrees F (-20 Degrees C to +60 
Degrees C). 
 
All gauges have dual scale (PSI/BAR) and are supplied with a 1/4" 
NPT bottom connection. Model X141 gauges are available installed 
on new valves and must be specified on the customer Purchase 
Order. Consult factory for other available materials.

Model X141 
4" Pressure Gauge

X141 Gauge Assembly (2 1/2" Diameter Dial) 
            
           Pressure Range* Part Number 
           0 -   60 psi 20534301A 
           0 - 100 psi 20534302K 
           0 - 200 psi 20534303J 
           0 - 300 psi 20534304H 
           0 - 400 psi 20534305G 
 
 
X141 Gauge Assembly (4" Diameter Dial) 
           Pressure Range* Part Number 
           0 -   60 psi 20534306F 
           0 - 100 psi 20534307E 
           0 - 200 psi 20534308D 
           0 - 300 psi 20534309C 
           0 - 400 psi 20534310K

Typical X141 Installation 

*Specify desired pressure range and valve location (inlet or outlet) on order.


